
 

VRR Supplemental Regulations:                 (last revised 12/30/12)      
Porsche 914/6 and 914/6 GT (1970-1972) ~ 2.4L (*2.5L)  Historic Production Category II            Class A/P or GT2 
 
The following cars are covered under these regulations: 
 Porsche 914/6 (2341cc, SOHC flat 6) IMSA/FIA Homologated, Group 4 

Note: chassis may be updated or backdated to achieve proper specifications. 
Note: Cars with post-1974 (GTU type) racing specifications such as full coil-over suspension, air dams and deck spoilers or semi-
tube chassis will compete in the IMSA category. 
------------------------------------------------------------------------------------------------------------------------------------------------------------- 
Engines: .047” (1.2mm)  maximum overbore allowed,  stroke must remain standard 

1991cc Bore x stroke…………………3.15" x 2.60" (80mm x 66mm) è [allowed 81mm x 66mm] 
2341cc Bore x stroke...........................3.30" x 2.78" (84mm x 70.4mm) è [allowed 85mm x 70.4mm] 

   Head & block material……….alloy 
   Carburetion…………….……(2) Weber 40 IDT-PI (40mm) 
------------------------------------------------------------------------------------------------------------------------------------------------------------- 
Transmissions: Porsche transaxle, types 914/915/916……………………. 5 speeds, ratios free  
------------------------------------------------------------------------------------------------------------------------------------------------------------- 
Chassis:  Mid-engine, uni-body 2-door sports car, torsion bar suspension (front) coil over shock (rear) 
  Wheelbase:    96.5" 
  Track dimension:    front…53.5", +/- 2" rear…54.5", +/- 2" 
  Track dimension:    GT front... 57.8", GT rear…58.6", all tolerances included 
  Wheels:     7" x 15"   8” x 15” 

Brakes:     11.1” discs F…11.3” discs R 
------------------------------------------------------------------------------------------------------------------------------------------------------------- 
Official weight, measured without fuel & driver, all tolerances included:  2.4L…2071#  *2.5L…2171# 
------------------------------------------------------------------------------------------------------------------------------------------------------------- 
Level 1 & 2:  (See 914/6 and 914/6 GT, 2.0L specifications) 
 PMO 50mm carbs 
 
*Special notice: 
 
The  Porsche 914/6  was only produced with the 1991cc (80mm x 66mm) engine. In 1974, IMSA began allowing 
displacement increases beyond 1.2mm in the GTU and GTO categories using a sliding weight scale to 
compensate. Brumos and others used the 2341cc (84mm x 70.4mm) engine successfully in that series. In 
1976, SCCA began listing the 2341cc engine as an option in PCS (Production Car Specifications). 
 
Therefore, VRR feels that only the 1991cc or 2341cc engines are appropriate in these cars historically when 
running as production cars.  
 
Since FIA/SCCA regulations allow a 1.2mm bore increase, it is acceptable to have a 2.4L (2395cc) using 85mm 
cylinders. 
 
Certain cars did run IMSA in GTU and even GTO with larger engines. Keep in mind that these cars ran on 
slicks and had all sorts of wide bodywork, spoilers and air dams. They also had to meet the IMSA sliding 
weight standard based on engine displacement. Cars running in this configuration will be classified under the 
appropriate IMSA GT based regulations. 
 
The “short stroke” (66mm) 2.5L engine MAY be permitted by individual organizations as they see fit. However, 
this was not a correct configuration. 

 
 

Example of IMSA bodywork not permitted 
in production category 


